Instruction Sheet GOR ANTOU? 


on front f 
Before using the saspeasion Tork 


Read this instruction shet thoroughly before using the suspension fork Using the suspension fork ly may cause serious injuries.Be sure to 
Tollow all warnings and caution indications. The instruction sheet contains important information on the correct installation and the fork After 
feading this instruction sheet plese be sure to keep it in a safe place for frre reference, When transferring owner ie cee conan 
Instruction sheet to the new owner.As with any new there is a short period within will break in. During the 

inthe ride dynamics ofthe York may change Slightly. One ofthe things You may notice, is a small amount of payin the lower tubes. This movement 
is normal Suspension forks can dramatically ve the comfort and control of your bicycle, ‘can also change the way it handles, so alway 
exercise it when {to your pew 


A IMPORTANT SAFETY INFORMATION 


1.) Before riding the bicycle, be sure the brakes are properly installed and adjusted. 
Ifthe brakes do not work properly, the rider could suffer serious injuries. 
2.) Do not ride the bicycle if you notice bent or broken parts at the fork, especially after a collision, 
sounds of excessive topping out, or other indications of a possible fork failure. 
Tn these cases, take your bike to a qualified bicycle mechanic for inspection and repair. 
3.) Always use genuine SR Suntour parts. Use of other replacement parts voids the warranty 
and could cause atructural failure to the suspension fork. 


INSTALLATI 


SR SUNTOUR recommendsthat your suspension fork be installed by a qualified bicycle mechanic, because it must be properly installed, 
adjusted and checked for safety. 
7 The steerer tube must be cut to proper length correctly 

Special tools and skills are required 


W you instal the fork by yourself;the completed installation must be inspected by a qualified 
bicycle mechanic and signed off to validate your warranty 


‘The SR Suntour suspension forks are available both with threadiess steerer and threaded noes: 
choose the right headset depending on the type of steerer you have, 
‘See manufacturer's installation guide for the headset and handlebar stem you are using! 


z ‘The SR SUNTOUR steerer tube may need cutting to the proper length. 
` Oe ets i nnd pci fs eso r WES fork 


n28 he ia Alanou ae ch einen toa nm of Sm een dre and fr savers 


that the narrowest point at the lowers is at of the brake 
Ea ete teas er Seana AE are Sada 
Be sure to check the tire diameter and width whenever: tires.To check the tire diameter, the knobs and 


bottom of the eding maximum tire size will cause the tire to jam against the crown when the fork is 
TF you want to retrofit the bike with mudguards,you have to take into account that the clearance between tire and mudguard is now changed. 


‘Please check the clearance again as described above. 


iar 
- Minimum insertion of handlebar stem(for threaded steerers) Meine, 
There are two requirements: First, always insert the handlebar stem past the minimum insertion markas yy r 
indicated on the stem. Second, make sure that the handicbar stem is inserted at least 10mm beyond the b 
threaded length of the fork (see Fig 1). Fig 


- When using a Clip-on type handlebar stem, be sure to'never clamp the stem onto the threaded section of the steerer am" 
tube. Use'sthreadless steerer of cut off all the threads and use the threadless portion of a standard steerer. 


Headsets: 

Make sure that the headset you use matches the dimensions of your fork and frame. Refer to the instruction 

sheet that comes with your headset and carefully follow its instructions. 

Brak 

‘The SR Suntour suspension forks are designed to be used cither only with V-type brakes or both with V-brake and Discbrake. The 
use of discbrake can be seen on the left side lower, where the Discbrake mounting tabs are present. 

Please check the instruction manual of the brake manufacturer for technical details and dimensions. 

You need to make sure that the cable housing of your brakes can move freely and does not come in contact with any part of the fork. 


Adjusting Preload(where it applies) 

The preload adjustment allows the user to tune the response of the suspension fork as riding conditions demand and in accordance to his 
weight The more preload you have,the more thrust it takes to get the fork to first move. The preload is adjusted by tuning the preload ad- 
justment knob at the top of the stanchion tube 

‘Turing the adjustment knob clockwise increases the amount of preload, while turning the knob counterclockwise reduces the preload. 
Please turn the adjustment knobs first fully counter-clockwise and then count the full tums you make clockwise. Please adjust always by the 
same amount of turns on both sides. 


jotes on usage of the fork 


Intended use 
‘These types (only coil spring or MCU) of SR Suntour suspension forks are designed for leisure riding(swept blades type) and for 


sports and exercise (leading axle type) nt 


MAINTENANCE 
jean the stanchion tubes and the dusiseal area (models w/o dustboots) 
for proper torque the main fixing bolts( I0Nm)and top caps (3-4Nm) 

il the dustseal area with Teflon oil 
unction check of the fork and clean and grease service of bushings at the dealer] _| 


LIMITED WARRANTY 


SR SUNTOUR warrants the suspension front fork to be free from defects in materials and workmanship under normal use for a period of two years from 
the date of purchase, in no event shall this limited warranty apply to any defect of the suspension fork caused by:improper installation disnssembly.re- 
‘assembly, intentional breakage or damage alterations or modifications to the suspension fork by the user or other party or any unreasonable use or abuse 
of the product or any use for which this product was not intended. 

‘The obligation of this limited warranty shall be limited to repairing or replacing the suspension fork or any part for which there is a defect in materials 
or workmanship during the two years following the date of purchase. To validate this limited warranty the purchaser must submit this warranty card to 
SR SUNTOUR within 30 days after purchase of the suspension fork Any alteration of,or tampering with the warranty card automatically terminates this 
limited warranty. 

SR SUNTOUR makes no express or implied warranties of fitness or merchatability of any kind,cxcept as set forth above.SR SUNTOUR'slibility he- 
rounder is expressly limited to repair or replacement of the product. Under no circumstances will SR SUNTOUR be liable for incidental or consequent 
damages. Some jurisdictions do not allow the exclusion or limitation of lisbility of incidental or consequential damages.so the above exclusion may not 
apply to you. This warranty gives you specific rights and you may have other rights which vary from jurisdiction to jurisdiction. 


{In all places, the purchaser should contact the place of purchase for information about warranty service. 
‘Suspension Fork Warranty Card: 
Date of purchase: ae Fork model name Serial no, —— i 


‘Term of limited warranty: Two years from the date of purchase 


ania ees =: 
Purchaser Name: — Phones 
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SR SUNTOUR INC. 
No.7 Hsing Yeh Road, Fu Hsing Industrial Zone:Changhua.50606. Taiwan 
Tel:00886-4-7695115 / Fax:00886-4-769 4028 / E-mail: orders@srsuntour. com 1w] 


aaas 


Chaussee de Tervueren,43,1410 Waterloo Belgium 
‘Tel:0032-2-3544676 / Fax:0032-2-354 7835 
E-mail service(@srsuntoureurope.com 


SR SUNTOUR USA 
PO. Box 61988 Vancouver WA 98666 


SR SUNTOUR(SHEN ZHENJINC. 


Suibelindustrial Zone Suibel Road Gongming Town Baoan Disliril Shen Zhen City Chins | f 7}. 1- 360 737 6450 / Fax: 1 360 737 6452/7 


Tel:86-755-7105533 Fax:86-755-7105633 E-mail: srsuntour@2icn.com 


SR SUNTOUR MACHINERY (KUNSHAN) COLTD. 
‘Specifications are subject to change without notice. Printed in CHINA 


